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WIND-TUNNEL RESEARCH COMPARING LATERAL
CONTROL DEVICES, PARTICULARLY AT
HIGH ANGLES OF ATTACK

XII-UPPER-SURFACE AILERONS ON WINGS WITH SPLIT FLAPS

By Frep E. Weick and Carr J. WENZINGER

SUMMARY

Tlis report covers the twelfth of a series of systematic
tests being conducted by the National Advisory Committee
for Aeronautics to compare different lateral control devices
with particular reference to their effectiveness at high
angles of attack. The present tests were made in the 7-
by 10-foot wind tunnel with two sizes of upper-surface
ailerons on rectangular Clark Y wing models equipped
with full-span split flaps. The upper-surface ailerons
were formed from the upper portions of the split trailing
edges of the wings. The tests showed the effect of the
upper-surface ailerons and of the split flaps on the gen-
eral performance characteristics of the wings, and on the
lateral controllability and stability characteristics. The
results are compared with those for plain wings with ordi-
nary ailerons of similar sizes.

With flaps neutral, the upper-surface ailzrons with up-
only movement gare rolling moments af angles of attack
below the stall that were reasombly close to an assumed
satisfactory value. The yawing moments (wind axes)
were positive (favorable) with large aileron deflections
but, at all except the lowest angles of attack, they were
slighily negative (adverse) with small deﬂections. The
control forces were much greater than those of ordinary
ailerons of similar sizes having conventional movement.
With the flaps deflected for mazimum lift, the upper-sur-
Jace ailerons gave control moments considerably below the
value assumed to be satisfactory. The magnitudes of the
positive (favorable) yawing moments were smaller than
those with flaps neutral and negative (adverse) ones
occurred with small aileron deflections at all angles of
attack. Above the stall, flaps neutral or deflected, both
sizes of upper-surface ailerons indicated poor condrol.

The autorotational characteristics of the wings with the
JSlaps deflected were somewhat less favorable than with the

Slaps retracted.
INTRODUCTION

A series of systematic wind-tunnel investigations,
one of which is covered by this report, is being made by
the National Advisory Committee for Aeronautics in
order to compare various lateral control devices. The

various devices are given the same routine tests to
show their relative merits in regard to lateral controlla-
bility and their effect on the lateral stability and on
airplane performance. They are being tested first on
rectangular Clark Y wings of aspect ratio 6, followed
by wings with different plan forms, wings with high-
lift devices, and also on wings with variations that
affect the lateral stability. The first report of this
series (reference 1, part I) deals with three sizes of ordi-
nary ailerons, one of which is a medium-sized aileron
taken from the average of a number of conventional
airplanes and used as the standard of comparison
throughout the entire investigation. Other work that
has been done in this series is reported in reference 1,
parts 1T to XT.

The present report covers an investigation of ‘‘upper-
surface’’ ailerons, which appear to be one of the sim-
plest devices for lateral control of & wing that obtains
high lift by means of split flaps along the entire trailing
edge. Upper-surface sailerons are formed from the
upper portion of the split trailing edge of the wing,
which is hinged and deflected upward for control.
The split flaps increase both the lift and the drag of the
wing, enabling slower speeds and steeper glides. Refer-
ences 2, 3, and 4 give aerodynannc characteristics of
wings equlpped with such flaps.

APPARATUS AND TESTS

Models.—The model wings tested were equipped
with medium-sized and with long narrow upper-surface
ailerons, together with full-span split flaps having
medium and narrow chords, respectively. The main
portion of each of the two wing models was made of
laminated mahogany and the split trailing-edge por-
tion was made of aluminum alloy. The wings had the
Clark Y profile and were rectangular in plan form with
a chord of 10 inches and a span of 60 inches.

The narrow-chord upper-surface ailerons were 15
percent of the wing chord wide and 60 percent of the
wing semispan long. This wing model was fitted with
a full-span split flap also 15 percent of the wing chord
wide. (See fig. 1.)
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The medium-chord upper-surface ailerons were 25
percent of the wing chord wide and 40 percent of the
wing semispan long. A full-span split flap 25 percent,
of the wing chord wide was used in conjunction with
these ailerons.

Both the ailerons and the flaps were mounted on the
wings in such a manner that they could either be locked
rigidly at any desired deflection or allowed torotate
freely about their respective hinge axes. The gaps
between the ailerons or flaps and the wing were made as
small as practicable, and then sealed with a light grease.

Wind tunnel.—All the present tests were made in
the N.A.C.A. 7- by 10-foot open-jet wind tunnel. In
this tunnel the model is supported in such & manner
that the forces and moments at the quarter-chord point
of the mid-section of the model are measured directly
in coefficient form. For the testing of the wings in
rotation, the standard force-test tripod is replaced by
8 special mounting that permits the model to rotate
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Fi1GURE 1.—Clark Y wings with upper-surface aflerons and split flaps.

about the longitudinal wind axis passing through the
mid-span quarter-chord point. This apparatus is
mounted on the balance, and rolling-moment cofficients
can be read directly during forced-rotation tests. A
complete description of the above-mentioned equip-
ment is given in reference 5.

Tests.—The tests were conducted in accordance with
the standard procedure, and at the dynamic pressure
and Reynolds Number employed throughout the entire
series of investigations on lateral control (reference 1).
The dynamic pressure was 16.37 pounds per square
foot, corresponding to an air speed of 80 miles per hour
at standard density, and the average Reynolds Number
was 609,000, based on the wing chord of 10 inches.

The regular force tests were made with several flap
deflections and at a sufficient number of angles of at-
tack to determine the maximum lift coefficient, the
minimum drag coefficient, and the drag coefficient at
C;,=0.70, which is used to give a rate-of-climb crite-
rion. The force tests were also made with a sufficient
number of aileron deflections, with flaps both neutral
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and deflected various amounts, to give data for the
aileron rolling- and yawing-moment coefficients. Be-
cause of the large effect of yaw on the lateral stability,
tests were made not only at 0° yaw, but also at an angle
of yaw of 20°, which represents the conditions in a
fairly severe sideslip.

Hinge moments of the ailerons were measured by
means of the calibrated twist of a long slender torque
rod extending along the hinge axis from the aileron to
the balance frame outside the air stream. These mo-
ments were obtained for various aileron deflections
with the flaps both neutral and deflected different
amounts.

Free-autorotation tests were made to determine the
angle of attack above which autorotation was self-
starting with ailerons neutral. Forced-rotation tests
were also made in which the rolling moment while rolling
was measured at the rotational velocity corresponding

7

to é’—;=0.05, the highest value likely to be obtained in
gusty air, and at angles of yaw of both 0° and —20°.

The accuracy of the results presented in this report
i8 the same as that obtained in part I of the series. It
is considered satisfactory at all angles of attack except
in the burbled region between 20° and 25°, where the
rolling, yawing, and hinge moments are relatively
unreliable due to the critical, and often unsymmetrical,
condition of the burbled air flow around the wing.

RESULTS

Coefiicients.—The force-test results are given in
the form of absolute coefficients of lift and drag and of
the rolling and yawing moments:

O = rolling moment
14 q S

0,/ = yawing moment
g

where Sis the total wing area, b is the wing span, and ¢
is the dynamic pressure. These coefficients are ob-
tained directly from the balance and refer to the wind
(or tunnel) axes. The results as given are not corrected
for tunnel-wall effect.

The results of the hinge-moment tests are given
about the aileron hinge axis by:

c =hinge moment
o geS

where ¢ is the wing chord. A positive sign of Oy de-
notes a moment tending to make the trailing edge of
the aileron move downward, and a negative sign indi-
cates the reverse. A positive sign is given to the
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downward deflection of ailerons from neutral, and a
negative sign to the upward deflection.

The results of the forced-rotation tests are given,
also about wind axes, by a coefficient representing the
rolling moment due to rolling:

1N
C'V“Q—FS'

where A is the rolling moment measured while the
wing is rolling, and the other factors have the usual
significance. This coefficient is used to indicate one of
the critical lateral-stability characteristics of a wing
when it is subjected to a rolling velocity equal to the
maximum likely to be encountered in controlled flight in
very gusty air. This rolling velocity may be expressed

’
in terms of the wing span as %I;_ 0.05, where V is the air

speed at the center section of the wing and p’ is the
angular velocity in roll about the wind axis.

The results of all the tests, in terms of the foregoing
coefficients, are given in table I to VIII and in figures
2to0 9.

DISCUSSION IN TERMS OF CRITERIONS

. For a comparison of the different lateral control
arrangements, the results of the tests are discussed in
terms of criterions, which are explained in detail in
part I of reference 1 and briefly in the following par-
agraphs. In a few cases it has seemed advisable,
as the result of flight tests, to modify the original
form of the criterion, and where this has been done
the changes are noted. By use of the criterions a com-
parison of the effect of the different control devices
on the general performance, the lateral controllability,
and the lateral stability may be made.

The ailerons used in the present tests are compared
with each other by means of the criterions, under the
conditions with flaps neutral and with flaps deflected
in table IX. In addition, values are included from
part I for the standard (medium-sized) and the long
narrow ordinary ailerons on plain rectangular wings.

GENERAL PERFORMANCE

(ATLERONS NEUTRAL)

Wing area required for desired landing speed.—The
value of the maximum lift coefficient is used as a cri-
terion of the wing area required for the desired landing
speed, or conversely for the landing speed obtained
with a given wing area. The value of the maximum
lift coefficient was practically the same for both wings
tested with flaps neutral as for the wings with the
ordinary ailerons. The maximum lift coefficient was
increased from 1.27 to 2.05 with the 15 percent ¢ flap
down 60°, and from 1.26 to 2.09 with the 25 percent ¢
flap down 45°. (See figs. 2 and 3.) These values are
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about what would be expected from the results of pre-
vious tests with split flaps (reference 2).

Speed range.—The ratio C,, ./Cp,,,, is & convenient
figure of merit for comparison of the relative speed
range obtained with various wings. The value of the
speed-range ratio was slightly greater for the wings
tested with flaps neutral than for the wings with ordi-
nary ailerons, the differences probably being due to
slight variations in the models within the accuracy of
construction. With the 15 percent ¢ flap down 60°
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F1GURE 2.—Lift, drag, and center of pressure for wing with 0.15 ¢ full-span split flap
and 0.15 ¢ by 0.60 5/2 upper-surface aflerons,

the value was increased about 61 percent, and with the
25 percent ¢ flap down 45° the increase was about 66
percent.

Rate of climb.—In order to establish a suitable cri-
terion for the effect of the wing and the lateral control
devices on the rate of climb of an airplane, the perform-
ance curves of a number of types and sizes of airplanes
were calculated and the relation of the maximum rate
of climb to the lift and drag curves was studied. This
investigation showed that the L/D at C;,=0.70 gave a
consistently reliable figure of merit for this purpose.
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The numerical value of this criterion was about the
same for the wings with flaps neutral as for the wings
with ordinary ailerons. The values were greatly
reduced, however, with the split flaps deflected for
maximum lift, and they were less for all flap deflec-
tions tested than for the flap-neutral condition.

LATERAL CONTROLLABILITY
(ConTrROLS FULLY DEFLECTED)

Rolling criterion.—The rolling criterion upon which
the control effectiveness of each of the aileron arrange-
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FIGURE 3.—Lift, drag, and center of pressure for wing with 0.25 ¢ full-span split flap
and 0.25 ¢ by 0.40 /2 upper-surface ailerons.

ments is judged is a figure of merit that is designed to
be proportional to the initial acceleration of the wing
tip, following a deflection of the ailerons from neutral,
regardless of the air speed or of the plan form of the
wing. Expressed in coefficient form for a rectangular
monoplane wing, the criterion as used up to the

present has been

RG=%’

where C; is the rolling-moment coefficient about the
body axis due to the ailerons. It appears desirable at
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this time, as the result of numerous flight observations
(reference 6) obtained since the criterion was first
established, to alter the form of R(Q slightly so that in
this report

cy
0
where O/ is the rolling-moment coefficient about the
wind axts due to the ailerons, and only changes appre-
ciably in value from (), at high angles of attack. The
general form of RC, which is applicable to any wing
plan form, may be found in part I of the series.

The numerical value of the criterion that is assumed
to represent satisfactory control conditions is approxi-
mately 0.075, the value given by the standard ordinary
ailerons with the assumed maximum deflection of
+25° at an angle of attack of 10°. (See part I, refer-
ence 1.)- As a result of some recent flicht tests (ref-
erence 7), it appears that a somewhat lower value of
RC’, 0.040 to 0.050, might be satisfactory under
ordinary flight conditions. Under other conditions,
particularly when controlled flight is attempted at
slow speeds in extremely gusty air, it is possible that
even the value of 0.075 might not be high enough for
entirely satisfactory control. Further flight informa-
tion would be of distinet value in clearing up present
uncertainty as to what constitutes satisfactory control,

The ailerons are compared by means of the criterions
given in table IX for four representative angles of
attack: 0°, 10°, 20°, and 30°. The 0° angle repre-
sents the high-speed and cruising attitudes; «=10°
represents the highest angle of attack at which satis-
factory control with ordinary ailerons is obtained on
plain wings; «=20° is the condition of greatest lateral
instability for the Clark Y wing, and is probably about
the greatest angle of attack obtainable in a steady
glide with most present-day airplanes; and finally,
a=30° is given only for a comparison with controls
for possible future types of airplanes. The com-
parisons are based on an up-only deflection of 70°,
the highest likely to be used, but which gave a some-
what lower rolling-moment coefficient at an angle of
attack of 10° than the standard ailerons with an
equal up-and-down deflection of 25°.

At «=0°, flaps neutral, both sizes of ailerons gave
values of BC’ greatly in excess of that considered
necessary. With flaps deflected for maximum lift,
the values were reduced to slightly below that assumed
as satisfactory.

At a=10°, flaps neutral, both sizes of upper-surface
ailerons gave somewhat less than the assumed satis-
factory value of RC’. With flaps deflected for maxi-
mum lift, the values of R(” given by the upper-surface
ailerons were about 60 percent of the assumed satis-
factory values. It should be noted that, with flaps
down, better rolling control could be obtained by
deflecting the opposite aileron down in addition to
the up-aileron (figs. 4 and §). An equal up-and-down
or a differential motion of the ailerons could be used.

RC
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At «=20°, flaps neutral, the values of R(C’ given
by the upper-surface ailerons were less than half of
the assumed satisfactory value, but were slightly
higher than the values given by the ordinary ailerons.
With flaps deflected for maximum lift the values of
R(C" were so low as to make the ailerons ineffective
as a source of rolling moments.

At «=30°, flaps neutral or down, the values of RC”’
given by the upper-surface ailerons were ‘practically
zero. 'The long narrow ordinary ailerons with equal
up-and-down deflection, used on the plain rectangular
wing, gave 8 higher value of R(C’ than any of the other
arrangements. (See also part 1.)

Lateral control with sideslip.—If a wing is yawed
appreciably, a rolling moment is set up that tends to
raise the forward tip. The magnitude of this rolling
moment is always greater at very high angles of attack
than the available rolling moment due to ordinary
ailerons. The highest angle of attack at which the
aileron can balance the rolling moment due to 20°
yaw has been tabulated for all the ailerons tested, as
o criterion of control with sideslip. As previously
mentioned, 20° yaw represents the conditions in a
fairly severe sideslip. The upper-surface ailerons
(flaps neutral) gave rolling control against the effect
of 20° sideslip up to angles of attack 1° or 2° lower
than for the ordinary ailerons of simnilar sizes. With
flaps deflected for maximum lift, the angle of attack
at which the upper-surface ailerons gave control
against the sideslip was 2° lower than when the flaps
were in the neutral position.

Yawing moment due to ailerons.—The magnitude
and even the direction of the yawing moment desirable
from ailerons have not been definitely determined up
to the present time. It was thought in the past,
particularly with reference to acrobatic flying and
probably also with reference to most ordinary ma-
neuvers, that to the pilot the maneuvers would seem
as if they occurred about the airplane, or body, axes.
For a highly maneuverable or acrobatic airplane,
therefore, it was thought that complete independence
of the three aerodynamic controls about the body
axes would probably be a desirable feature. Recent
flight tests made in an investigation of several lateral
control devices (reference 6) indicate that the yawing
action of the ailerons as observed by the pilot is that
which would be expected from the yawing moments
occurring about the wind azes, not those about the
body axes. It is hoped that a continuation of this
investigation, in which some of the most promising
ailerons and spoilers developed in the series of wind-
tunnel tests on lateral control devices are being tested
in flight, will give sufficient information on yawing
moments to settle the question as to the amount of
yawing moment desirable for various flying conditions.
The indication is, at the present time, that zero or
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very small yawing moments about the wind axes are
desirable for acrobatic flying and possibly for flying in
general, but that yawing moments of such a sense
that they tend to retard the low wing in a turn defi-
nitely improve the lateral control at angles of attack
above the stall. From the results of the above-men-
tioned flight tests, it is believed desirable in the present
report to give the yawing-moment coefficient in the
criterion table about the wind axes (C,’), rather than
about the body axes (C,) as in provious reports of
this series. The yawing moments are often negative
with respect to the wind axes but at the same time
positive with respect to the body axes. The signs of
the yawing-moment coefficient as given in the tables
and figures are in agreement with the N.A.C.A no-
menclature in which yawing moments tending to
produce clockwise rotation are regarded as positive.
The concept of positive yawing moments as moments
that aid the roll (generally termed ‘favorable’) and
negative moments as those that oppose the roll (gen-
erally termed ‘‘adverse’”) is also used throughout
except as regards the aileron when deflected down-
ward. The aileron being at the right wing tip then
tends to produce roll in a counterclockwise direction
and the coefficients therefore have signs opposite to
those of the up-aileron at the same tip.

At angles of attack below the stall both sizes of upper-
surface ailerons (flaps neutral) gave positive (favor-
able) yawing moments with large aileron deflections
but at medium and high angles of attack they gave very
small negative (adverse) moments with small deflec-
tions. Just above the stall the yawing moments were
negative (adverse) even with large deflections. These
characteristics are definitely better than those of cor-
responding sizes of ordinary ailerons. With flaps
down for maximum lift, the magnitudes of the positive
(favorable) yawing moments were smaller than those
with flaps neutral, and negative (adverse) yawing
moments occurred with small aileron deflections at
practically all angles of attack.

LATERAL STABILITY
(AILERONS NEUTRAL)

Angle of attack above which autorotation is self-
starting.—This criterion is a measure of the range of
angles of attack above which autorotation will start
from an initial condition of practically zero rate of
rotation. With the split flaps neutral the limiting
angle of attack was the same as for the wings without
flaps, but with the split flaps deflected for maximum
lift the limiting angle was reduced 3° to 4°.

Stability against rolling caused by gusts.—Test
flights have shown that in severe gusts a rolling veloc-
2o, )
57 0.05. Con
sequently, the rolling moment of a wing due to rolling

ity may be attained such that
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14
at this value of g—; gives a measure of one factor

affecting lateral-stability characteristics in rough air.
In the present case, the angle of attack at which this
rolling moment becomes zero is used as a more severe
criterion than the previously mentioned angle at
which autorotation is self-starting, to indicate the
practical upper limit of the useful angle-of-attack
range. As in the case of the angle of attack above
which autorotation was self-starting, the angle of
4
instability while rotating with é’—;= 0.05 was the same
for the wings with split flaps neutral as for the wings
without flaps. With flaps deflected for maximum lift
at 0° yaw (fig. 6), the angle of attack for initial instabil-
ity was 4° lower than for the wings with flaps neutral.
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FIGURE 8,—Rolling-moment coeflicient due to rolling at %5-0.05 for wing with
0.15 ¢ full-span split flap neutral, and with flap down. 0° yaw.

With 20° yaw, the wings with split flaps neutral,
like the wings with ordinary ailerons, had an angle of
attack for initial instability 6° or 7° lower than that
with 0° yaw. With the wings with split flaps deflected
for maximum lift, the angle for initial instability was
shifted to negative values so that the wings showed a
distinet tendency, at all normal angles of attack, to
increase an initial rate of rotation in roll when the
direction of motion of the roll and the yaw were of the
same sign. (See fig. 7.) This characteristic might be
oxpected to impair the lateral stability of airplanes
equipped with split flaps.

The preceding criterion shows the critical range
below which the stability is such that any rolling is

damped out, and above which instability exists. The

romaining lateral-stability criterion, maximum G,
indicates the degree of the maximum instability. All
the rotation tests showed somewhat unsymmetrical
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conditions in the two directions of rotation, and the
maximum value of O\ found with any angle of attack
in either direction of rotation is used as the criterion.
At 0° yaw, the wings with split flaps neutral had the
same maximum tendency to autorotate as the wings
with ordinary ailerons but, with split flaps down for
maximum lift, this tendency was increaged somewhat.

The maximum autorotational moment at 20° yaw is
of importance for the condition in which the airplane is
skidded and the forward wing tip is rolled upward or the
rear tip downward by means of & gust. This autorote-
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FIGURE 7—Rolling-niomant coefficlent due to rolling at %—0.05 for wing with
0.15 ¢ full-span split flap neutral, and with flap down. —20° yaw.

tional moment, which is large for the wings having
split flaps neutral and for the wings with ordinary
ailerons, increased slightly with the narrow-chord
flaps deflected for maximum lift and decreased slightly
for the medium-chord flaps.

CONTROL FORCE REQUIRED

!

The hinge-moment coefficients for the two sizes of
upper-surface ailerons are plotted in figures 8 and 9 for
both the flap-neutral and flap-deflected conditions. A
control-force criterion, with which the various lateral
control devices are compared in regard to the control-
stick force required to attain the assumed maximum
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deflections, is based on a control-stick movement of
+25° and is independent of air speed. This criterion

ment are about three times as great as those of ordi-
nary ailerons of corresponding sizes with equal up-

is and-down movement (split flaps neutral). Compared
OF Fl _ Cafb4 with the ordinary ailerons having an up-only move-
T eS80, C:\25 ment of 70°, however, the values of CF for the upper-
04 L[] HEERN
I ~ Split flap nez'Jfrq/ e Split flap down 6:0"
. — I N~ |
t.003 D - S /9 = 5 13s
RS 2 20 IS : L8
& T : \\'L 2 50" N I: ggo
§:002; T A ~
LN S N N Il "
Yy e A s ™ (N I — I~
E' - ] P
: EUNAN i AN
O 04 E—ﬁ L
.:E X
-.001. =7
70 -60 -50 -40 -30 -20 /0 0 -60 -50 -40 -30 -20 -10 0 /10

Aileron deflection, degrees, 6,
F1aURE 8.—Hinge-moment coefficlents of 0.15 ¢ upper-surface aileron with split flap neuntral, and wit.h:ﬂap down,

where F is the force applied at the end of the control
lever of length I, and 5,/25 is the gear ratio between
the aileron and the control lever.

Values of CF are given in the table of criterions
(table IX) for the two sizes of upper-surface ailerons

surface ailerons are about the same. (See part I,
reference 1.) These values are much too high for
practical operation, and an investigation of methods for
reducing the hinge moments of upper-surface ailerons
is now under way in the 7- by 10-foot wind tunnel.

s || 5 HEEER
00;\ | Split flop neutral ‘%& Split flap down 45°
) N N ] N |
X o ™\ o
—t] N v O° h v °
3.005 SN o /0° 14— ; o /10°
§ N AR NN : 43
I AN ‘N + 25° N a 30°
:g .004 2N N A 30° ™
% N N J S
5 N NN N N
E.OOE —~ \ ™ \‘ \\\ \\ hV
) N NN ANIANEERNAN
.00/ N NN N N N
SN EEEEENESNENNY S =
-.00/. ' =7 |
0L~ —=¢0 -s0 <-40 ~-30 ~-20 -0 O -60 -50 -406 -30 -20 -0 0 10

Aileron deflection, degrees, 6,
FI1GURE 9.—Hinge-moment coefficiants of 0.25 ¢ upper-surface afleron with split flap neutral, and with flap down.

with split flaps both neutral and deflected for maxi-
mum lift, and for the two corresponding sizes of ordi-
nary ailerons. At «=0° and «=10°, the values of
CF for the upper-surface ailerons with up-only move-

One possible method of reducing the control force
might be to rig the upper-surface ailerons up a small
amount when neutral and to provide them with an
ordinary differential movement, although this might
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cause 8 small increase of minimum drag. A pre-
liminary investigation indicated that this method
was not very promising and other arrangements
which appear more satisfactory are being investigated
in the wind tunnel.

With the split flaps deflected for maximum lift,
the values of CF for the upper-surface ailerons at
a=0° and 10° are reduced to nearly the same as
those of the ordinary ailerons with equal up-and-down
movement, on account of the reduced speed at the
same angle of attack.

It will be noted that for approximately the same
rolling control the values of CF are considerably
smaller for the long narrow ailerons than for the
medium ailerons.

CONCLUSIONS

1. With the split flaps neutral, the upper-surface
ailerons gave values of the rolling criterion RC’
reasonably close to the assumed satisfactory value at
angles of attack below the stall. With the flaps
deflected for maximum lift, the rolling control was
considerably below the assumed satisfactory value,
but might be sufficient under ordinary flight condi-
tions. Above the stall, little or no rolling control
was indicated with the flaps either neutral or down.

2. At angles of attack below the stall both sizes
of upper-surface silerons (flaps neutral) gave positive
(favorable) yawing moments with large deflections
but with small deflections at all except the lowest
angles of attack they gave small negative (adverse)
yowing moments. Just above the stall the yawing
moments were negative (adverse) even with large
doflections. With the flaps deflected for maximum
lift the magnitudes of the positive (favorable) yaw-
ing moments were smaller than those with flaps
neutral, and negative (adverse) ones occurred with
small aileron deflections at all angles of attack.

3. The control forces required to operate upper-
surface ailerons with up-only deflection would be too
great for practical use.

4, The autorotational tendencies of both wings
were somewhat greater with the flaps deflected than
with them retracted. With the flaps deflected and
the wings yawed, a tendency to rotate in one direc-
tion was shown throughout the entire usable angle-
of-attack range, a characteristic that might be ex-
pected to result in some impairment of the lateral
stability of airplanes equipped with split flaps.

LANGLEY MBMORIAL ABRONAUTICAL LABORATORY,
NartioNaL Apvisory COMMITTERE FOR AERONAUTICS,
LanarLey ¥rewp, Va., June 8, 1934.
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TABLE I—FORCE TESTS. CLARK Y WING WITH 0.15¢ BY 0.60 —21? TUPPER-SURFACE AILERON AND 0.15¢
FULL-SPAN SPLIT FLAP
(Values are given for one afleron at right wing tip)

R.N.=609,000. Velocity=80 m.p.h. Yaw=(°®

P ST [T R R i L o | 10° | 13° | 140 | 150 | 1ee | 1o | 180 | 200 | 23 | 2° | 30° | 40°
LN ATLERON AND FLAP NEUTRAL
crL ® 00480119 {0160 | 0.408 | 0.763 | 1100 Lari| vo74| 1203 {1260 | 1282 1185 | L115] 0.840 | 0.000 | 0.805
o co15| .o15| .o16| .024| .051| .09 1| Lase| v | ev| a7 | L2 . L5683 | .738
RIGHT AILERON UP—FLAP NEUTRAL
cr 5° 0.007 0.006 0.003 —0.001 0.000 0.003 [ 0.000 | 0.000
G 5° - 000 .600 . 000 . 000 .000 —.001] .oo1| .oo01
cr 10° o4 012 -009 Lom L002 004 | .00z -oot
G| e ~001 ~000 —.001 2000 —. 001 —001| ooL| .000
or | 8 028 02 L013 ~000 ~.002 | —.003| .000
arl o 1003 ~00L —.om —. 002 —.002 000 .ool| .00l
cr | 1040 Tos8 T34 .02 2003 —.003 [ —.003 [—. 001
cr | 3 1008 ~o03 —.002 — 003 —.003 w000 | .00z -o00
or | &° .058 -0s8 -055 Toil 018 —.005 | —.005 | .000
o | e Lo13 008 1000 —I002 — 003 ;000! .00l ‘000
or | T 2068 -069 .036 1052 28 —.003 | — 004 |—. 001
cr | e ~019 so13 .0m 1000 —.003 000 | o0o1{ .000
RIGHT AILERON UP—FLAP DOWN 15°
ct o |-0.398 |-0.111 | 0.282 o671 | rLoss| Lato| oo | 1s41| 1485 1482 1413 | 1305|0063 | o.080 | 0.680 | 0.807
Co o°| .184| o3| .od0 002 | L104| Tier| 207 23| .oa5| 269 306 .342| .470| .58 .68 | .830
el | 0481 .02 033 o1 o35 -000 —.001 | —.00L | 000
G| o3 ol | o006 o2 — 003 —. 004 —. 004 —001| .000| .000
cr 70° o0 | om0 o7 ~075 <067 020 1002 | —. 001 [—. 001
G| T 0% | -o17 it 1000 —.001 —.004 —.001 [ —00L | .000
RIGHT AILERON UP—FLAP DOWN 30°
Ct 0 |—0.329 [ 0.089| o402 0.833 | L263 | Less| L7o1| Les2| 1.ss6| Less 1462 | 1.348 | L063| Loss| 100 0.887
Co | .161| .060| .om 114 | ies| 2| lzse| sor| L3z | a4 35| .413| .ses| .esz| T.720 | 801
cr | 300 ol | o2 04 co3| odo L008 2000 | .001| .000
ar | s ‘008 | o0t o0l — 004 | —.005 —0m 1000 | —.001 | .000
cr 70° isL| .07 : o | lom .08 001 | .oo1! :o00
G| T 0 ) 009 2000 | —. 002 ) —.003 2000 | —. 001 .000
RIGHT ATLERON UP—FLAP DOWN 45°
Cr 0°|-0.334 | 0.246| 0.655 rodo| 1410 L7e7| Loss| Lers| Les| Lse7 Laar| rLiss|L1e0| Luof 1 0.573
Cp 0°| .162] .095| .12t 167 | .28 | .308| .350 -309 . ee2| . LTl | .40
e | w0 2| os3 048 o4 | Loa ~001 coo1| o000 000
| 300 1007 | o0t 001 122777 —lo05 | — 008 —. 002 001 | — o001 | -000
er | J8l| .075 .070 o | low L005 001 | 000 |—. 001
e | e o2 lou “008 004 | — 003 —. 001 —.00¢| .000 |—.001
RIGHT ATLERON NEUTRAL—FLAP DOWN 60°
Cr o |-o.2:8| a3si| o762 1133 | 1487 Lss3| 2012| 2050 | Leos| 1543 L4s4| 1191 |L200| Losz| 0971|0841
Co | .169| .120{ .16 ca1a | tae{ Lsm| Tl407| 410 21| L4do 469 | lee3| .70 | 8| .s03| .58
RIGHT AILERON UP—FLAP DOWN 60°
cr 5° 0.007 | 0.008 0.007 0.007 | 0.006 0.000 —0.001 | 0.000 | 0.00L
Gt & 000 | .000 —.00L —.002 | —.002 —.001 .000 | .000 |—.00L
cr 10° J015| -o15 -015 T —. 001 —.001| .000| .000
cr | o100 2000 | 000 —.001 —.004 | — 004 —. 001 2000 | — 001 |—. 001
cr | 2 @ol| .1 L1 20| loxm -000 ~.002 | —.001 | 2000
Gr Ve w002 | 000 —.002 —.008 | —. 007 —.0m —.001 | —.001 |—. 001
cr 30° 042 | Com Jo4 02| oal ~001 —001 | .000| .000
e | s 005 | -o01 —.002 —.007 | —.008 —.002 —.001 | — 001 |~ 001
cr 50° c0a2| 085 <067 063 | 061 004 —002| .000| .000
G| s coiz | loo7 1002 —.004 | —007 —.002 —.001 | — 001 [—.001
cr 0° o078 | -o7e ] o | o7 -008 1000 | .000 | .000
Cr | e ol | our ~008 —.003 | —. 004 ~000 —.001 | —.001 |~ 001
RIGHT AILERON DOWN—FLAP DOWN 60°
cv 5° —0.008 |—0.007 —0.006 —0.007 |—0.007 0.000 —0.001 | 0.000 | 0.000
G 5° —00L{ .000 . 000 001 | .00L . 000 ~.00L| 000! .000
cr 15° —017 | —.02 — — 013 | —.010 2000 —.001 | — 001 |- 001
a1 —.00L| .00 .02 003 | o002 1000 —.001 | 000 |—. 001
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TABLE II—FORCE TESTS. CLARK Y WING, WITH 0.15¢ BY 0.60

b

FULLSPAN SPLIT FLAP
(Values are given for one afleron at right wing tip)
R.N.=609,000. Veloclty=80 m.p.h. Yaw=—20°

473

3 UPPERSURFACE AILERON AND 0.15¢

a —16° | —10° [ —5° | —4° | =3° | ©0° 5 10° 12° 14° 1° | 18° | 17° | 18° | 20° | 22° | 25° &° 40°
LY ATLERON AND FLAP NEUTRAIL

Cu ° 0.03610.09910.162]|0.354 0678 0.970| 1.074| L143| 1167|1102 1192|1100} 1102|1041 | 0.928 | 0.918| 0.822
Cn 0° 010| 019 .019| .024| .049| .088{( .108} . 135 (148 | .le4 | .184 NG| .354 | .440) .548| .700
[¢/4 [ —.008 1—.,008 [—.008 |—.009 { —.009 | —. 0183 | —. 010 | —. 016 | —. 032 |—. 034 |—.042 |—.088 | —. 087 [—.064 | —.104 | —. 104 | —. 038
Cw' 0° .001§ .001 002 | .002 .003 .008 - 008 .010 L012| 014} .016| .017 0ig | .033 .041 .054 .045

RIGHT ATILERON UP—FLAP NEUTRAL
[ef4 70° 0.085 0. 085 0. 063 0.061 0. 057 038 | 0.018 [—0.002
w 70° .017 .012 .001 - —. 004 —.014] —. —. 002

ATLERON NEUTRAL—FLAP DOWN 60°
CrL —0.228 [ 0,300 | 0.662 1003 1327 1.643| L7401} 1.822| 1.830 | 1.818 1.360] 12365 L1680 150 | 1.055 | 0.900
Co 0° L1611 111 .141 .182 . 238 . 308 834 . 369 . 367 380 -533 .55 .689 .718 .809 -961
cY 0°| —.011 |—.014 | —. 017 —.018 | —. 018 | —.019 | —. 021 | —.015 | —.021 [—. 043 —.102 { —.108 |—,105 | —. 101 | —.088 | —. 060
Co 0| . L0038 | .00 L004| .008| .009)| .0L1| .012| .016| .020 .019 035 .041 L0490 | .054 051

RIGHT AILERON UP—FLAP DOWN 60°
[¢/4 70° 0.086 | 0.070 0.071 0.070 0.058 0.039 0.021 | 0.006 |—0.001

4 70° .020 | .016 010 - —. 003 —.on —.006 | —.002 | —. 001 .
TABLE III—ROTATION TESTS. CLARK Y WING WITH 0.15c FULL-SPAN SPLIT FLAP
o'b -} alding rotation
C, is given for forced rotation at 2—1—,--0.05&_; damping rotation
Afleron neutra
R.N.=609,000. Velocity=80 m.p.h.
a | —10° | —~5&° o° 10° r 14° 16° 8° 18° 20° 2° 25° W 10°
FLAP NEUTRAL—YAW=(°
(+) Rotatlon (clockwise). c, ~0.020 —0.018 |—0.015 |—0.006 | 0.003 0.024 | 0.028) 0.003| 0.010 |~0.002
(~) Rotatlon (counterclockwise) c —.022 —.017 | —. 016 | —.005 | .008 L0281 .022; —.013 | —.003 | —. 001
FLAP DOWN 60°—YAW=0°
(+) Rotation (clockwise). omoeccaen-..| c, |-0.032 —0.027 {—0.023 (~0.021 | 0.018| 0.049 [ 0.019 0.008 0.003 | 0.001 |—0.001
(=) Rotatlon (counterdlockwise).—.....} C, |—0.031 |...__... —.020 | —.018{ —.015| .022| .02l .016 .008 .008 | .o01 .001
FLAP NEUTRAL—YAW=—20°
(+) Rotatlon (clockvwise). c, —0.028 —0.038 [—0.043 [—0.053 |—0.087 —0.072 [—0. 080 [—0.087 |—0.071 —0.054
(—) Rotation (counterclookwise) c, —.017 - 004 012 .025] (044 .082] .085| .087) .077| .048
FLAP DOWN 60°—YAW=—20°

(+) Rotatlon (clockwise). oo ooooooeo C, |—0.043 |—0.045 [—0.046 |—0.044 |—0.044 |—0.050 |—0.078 |—0.038 1—0.094 [—0.085 |—0.084 |—0.086 |—0.072 |—0.058
(—) Rotation (counterclockwise) ... C |—0Bfo0 .005 | .009 L0137 .021 .087 | .0871 .101 L098{ .096| .089| .076| .038
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TABLE IV.—HINGE-MOMENT COEFFICIENTS. CLARK Y WING WITH 0.15¢ BY 0.60 g UPRPER-SURFACE AILERON
AND 0.15¢ FULL-SPAN SPLIT FLAP
(Cg 18 given for one afleron at right wing tip)
R.N.=609,000. Veloclty=80 m.p.h. Yaw=(°

3 16° 5 0 —5° | —10° —2° —30° —50° —70°
« FLAP NEUTRAL
g —0.0002 0.0002 0.0007 0.0014 0.0021 0.0031 0. 0040
10° gt } 0 0.0003 L0011 L0019 . 0020 . 0035
: . 0004 L0009 L0019 .0022
2 —0002 | —o0002 | —. 0001 { o - o8 ot -z
e F ot } —.0002 | —.0001 0 L0003 . 0009 L0012
25° o } —o001 | —.000L .0002 . 0004 . 0009 .0010
3° i ook |} —.000r | —.ooor | —.o00 | —.0001 0 —. 0001

FLAP DOWN &°

0° —Q. 0004 Q. 0002 0. 0005 0. 0008 0.0010 0. 0016 0. 0021 0. 0030 0. 0037
10° —. 0003 . 0001 . 0004 . 0008 . 0008 . 0013 .0018 . 0020 . 0038
18° —. 0002 —. 0002 -—. 0002 - —. 0001 0 . 0003 .0010 0014
20° —. 0002 - —. 0002 —. 0002 —. 0002 —. 0001 . 0001 . 0006 . 0009
30° 0 0 0 0 0 0 0 (1] 0

b

TABLE V—FORCE TESTS. CLARK Y WING WITH 0.25¢ BY 0.405 UPPER-SURFACE AILERON AND 0.26¢ FULL-
SPAN SPLIT FLAP

(Values are given for one aileron at right wing tip)
R.N.=609,000. Veloclty=80 m.p.h. Yawm=(0°

a —15° | —10° | —5° | —4° | —=3° [1d 5° 10° 12° | 14° 16° 16° 1 18° 20° 2° 25° 30° 40°
4 AILERON AND FLAP NEUTRAL
CL 0° 0.011 0032|0155 0.357|0.737 | LosL| 1185) 1254 1257 (1250 | 251|242 L170| L103| 0.800 | 0.885 | 0.805
Co 0° .018| .015| .018 .021 | .048 .091 .13 .134 154 .172] .188 ) .208 L7 236 .43 B48 | 73
RIGHT AILERON UP—FLAP NEUTRAL
cr 5° | 0. 007 0. 006 0. 004 0.002 0. 000 —0.025 |—0.016 | 0.000
Cd! 5° . 001 . 000 .000 . 000 .000 —.003 .003 | .00L
cr 10° .013 .012 . 009 . 008 .001 —.023 | —.016 | .000
G’ 10° .001 . 000 —. 001 —.001 —. 002 —. 003 . 000
(%4 20° .02 .25 .02 .019 . 008 —.018 | —.016 | .000
! 20° .003 .002 —. 002 —. 002 —. 003 —. 004 L004 | . 000
cr 30° 037 .037 .035 . 030 012 —.013 ]| —.013| .000
o4 30° .008 . 005 .000 —. 002 —. 001 —. 005 . . 000
Ccr 50° . 055 .37 .053 .052 —.003 | -, 010 | .000
Gy 80° .017 .012 .003 . 000 —. 002 —. 004 L0011 .001
Ccr 70° .034 .068 073 . 069 012 L0065 | —.000 { .000
(o 70° . 024 .o19 008 .003 001 —. 001 .002{ .000
RIGHT AILERON UP—FLAP DOWN 15°
CL ¢ —0.0%0 | 0.311 0.701 | 1.0%0 | 1.462| 1530| 1.591| 1.523| L 498 L418 | 1.018 | 1.020 | 1.005 0.850
Co 0° - 058 .033 078 | 124 .188 .213 -3 .270 | .290 .32 L4109} .40 . 569 601 | .828
Cr 30° 042 .039 .043 .010 .20 027 | —.001 |~.001
Gy 30° .012 . 003 —.002 —. 004 —. 008 —. 004 .000 | .001
[e/4 70° .073 074 .085 .03 046 022 .,
[e24 70° 031 .018 . 003 . 001 —. 001 ~.002 ] —. 001
RIGHT AILERON UP—FLAP DOWN 30°
CL I 0°|—0.353 | 0.200 | 0.583 0.973| 1.344 | L713| 1.843| 1.663| 1.600 1462 | 1.080| L.020| 1030 | 0.900 | 0.855
Cp 0° .159 . 085 A7 .167 ) 217 - 289 .325 .845 . 368 .416 L5689 | L6814 004 L7390 | .013
c’ 30° 047 1252 I 044 . 004 L0021 .000| .00L
w 30° 010 001 —. 004 —. 002 —.002] .000 |—.001
[e/4 e . 081 077 .087 .019 . 003 <001 1—. 001
G 70° . .014 . 002 .001 =.002 | —.001 |—. 001
RIGHT AILERON NEUTRAL—FLAP DOWN 45°
CL 0°|—-0.273| 0.420| 0.805 L163 | 1L.510| 1.838 | 1.958 | 2087} 1.681 | 15268 | 1.463 | L175( 1.160 | 1.160 | L125| 0.955| 0.815
Cop ° 13 .163 .200 .26 | .306 .387 417 . 456 -446 | .463 | .479| .62 T4 | T4 T3 824 083
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TABLE V—~FORCE TESTS. CLARK Y WING WITH 0.25¢ BY 0.40% UPPER-SURFACE AILERON AND 0.25¢ FULL-
SPAN SPLIT FLAP—Continued

« —15° {-—mf’ - || =] oo | & | w0 | | e | we | || e | 2| o2 | e |
RIGHT AILERON UP—FLAP DOWN 45°
[o/4 0. 008 0. 007 0. 007 0. 0068 0.001 0001 | 0.001 | 0.000
C . 000 - 000 —.001 — 002 —. 001 —.001 | 000 [— 001
ar 10° L013 S04 -013 L013 - 001 co01| oo -o0o
G 10° 001 2000 —. 003 — 004 ~.001 2000 | 000 |— o001
or 20° 028 S020 Soar - 030 -001 ‘oo1| oo1] .000
e | a2 S003 —001 —. 005 —007 ~001 —o0L| 000 |—. 001
g | & 0 o o ) ol | el
cy 700 |L Sos3 | o 088 7 oless 018 o3| loc2] looo
& | e S023 o 003 > 000 002 —om| ool looo
RIGHT AILERON DOWN—FLAP DOWN 45°
or 5° —0.008 —0.000 —. 0007 —0.007 0.000 0.001 | o001 | 0.000
Cy 5° 2000 001 .00l - 001 . 000 —.001 | 0000 | o0
oy 16° —. 024 — o4 —020 —o11 >001 t000| .oo1] -
el 16° 2000 -004 2007 2004 ~001 —oot| Zoor{ -ooo

TABLE VI—FORCE TESTS. CLARK Y WING WITH 0.256c BY 0.40 % UPPER-SURFACE AILERON AND 0.25¢

FULL-SPAN SPLIT TFLAP

(Values are given far one alleron at right wing tip)
R.N.=609,000. Velocity=80 m.p.h. Yaw=—20°

« —150 | =100 | —po | —42 | - l o°| o | 100 | 1o | we | we | we || s | e 2| we | s | e
B4 AILERON AND FLAP NEUTRAL
CL 0° 0. 000 133 | 0.320 | 0.851 0. 857 1.053 1115 1.148( 1.163 { 1.173 | 1.181 | 1.178 | 0. €08 956 | 0.922| 0.813
Cp [1 5 PO PN oLo20| .o019| L0190 . . 044 .083 009 119 L1209 141 . 1568 .176 2281 .34 419 538 .683
o | o ~.008 {008 |~ 007 | —. 008 |— 000 | — 014 | — 020 | — 025 | — 031 |~ 035 |— 015 |— 057 |~ 03 |— 009 | — 111 | — 008 | — 038
cr | o oo | oo | oz| Lom2| 003 008 .00s| .ow| .ou| .o13| o8| o168 | soz0| ez | ess| los| o
RIGHT AILERON UP—FLAP NEUTRAL
or | e | ] 0. 064 0.068 0.072 |- 0.076 0.074 | 0.010 0.035 |—0.002
Pl IR A 021 o k1 S007 | I i . 000 {—. 007 —oiz| o001
AILERON NEUTRAL—FLAP DOWN 45°
a | o 13| Lol L7as| rass| L7l | bl L) Lom|se| 12| 10w 08w
e | e : : : ; : : : : : : : : .
C? a° —. 016 | —.018; —. 031 | —.021 ]| —~.013 |—.035 |—.087 |—.107 |—.104 |—.0909 | —. 098 | —. 070 | —. 037
e | e 2008 .oml ot | o3| .ot com| ees| oes| ws| .o:2| .om| 03| o3t
RIGHT ATLERON UP—FLAP DOWN 45°
o | e o.071 | 0.070 0077 0.077 0.083 0.048 0.087 | 0.010 |-0.00
| e | .07 oo - 006 - 004 ~001 000 — 004 | —0e2 | —002
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TABLE VII.—_ROTATION TESTS. CLARK Y WING WITH 0.25¢c FULL-SPAN SPLIT FLAP

b 4} afding rotation
C, s given for forced rotation at 27‘—0-05&_; damping rotation

Alleron neutral
R.N.=609,000. Velocity=80 m.p.h.

a | —10° | —5° 0° 10° 12° 4° 16° 17° 18° 20° 21° 22° %° 25° 30° 40°

FLAP NEUTRAL—YAW=0°

(+) Rotation (cdockwise) | C —0.022 —0.019 {—0.016 |—0.003 0.007 | 0.037 0.048 0.002 |—0.002 |~-0. 002

{—) Rotation (counter-
) C, —.021 —~.019 | —.016 | —. 005 .007| .o40 .023 .005 | —.001 | —.002

FLAP DOWN 45°—YAWm=(°

(+) Rotation (clockwise) | C, [—0.032 —0.027 {—0.023 |—0.023 | 0.015| 0.047 | 0.040 | 0.014 | 0.004 0.002 0 —0,001

(—(3 Rotation (counter-
ockwise). ——amee] C, —.031 -.018 | —.016 | —.016 .022 057 | .028 .012 .007 . 004 .002 . 001

FLAP NEUTRAL—YAW=—20°

(+) Rotation (clockwise) | C, -0.028 —0.036 |—0.040 |—0.048 —0. 060 |—0. 067 —0.073 —0.082 |—0.076 |—0.063

(—) Rotatlon (counter-
ockwise) C, —.014 . 001 .008} .019 .039 . 060 .003 .083| .074| (047

FLAP DOWN 45°—YAW=—20°

(+) Rotation (clockwise) | C, |—0.042 |—0.048 |—0.046 [—0. 044 |—0.044 [—0.047 |—0.075 —0. 086 |—0.080 |—0.078 |—0.078 |—0.078 —0. 000 [—0. 050

(—3 Rotation (counter-
ockwise) [ Y 2.4 —. 007 .002 007 .01 o1 .020 .030 034 .088 .090 .038 .083 .072 + 055

TABLE VIOI—HINGE-MOMENT COETFFICIENTS. CLARK Y WING WITH 0.25¢c BY 0.40 3 UPPER-SURTACE
ATLERON AND 0.25¢ FULL-SPAN SPLIT FLAP
(Cpr is glven for one alleron at right wing tip)
R.N.=609,000 Veloclty=80 m.p.h. Yaw=0°

Sa 15° 5° 0 ! —5° —10° —0° —30° —40° —=50° —-70°

R

FLAP NEUTRAL

[ S%% 0 oooos | oo | ocooz | coms | oo | aooss | o.00ss
10° _ w0 . 0002 L0010 L0021 L0032 L0041 L0048 . 0063
2° oot b — o001 . 0004 .0018 .0030 .0040 .0049 0054
22 Dooos |} —000s | — o0as 0003 .0010 0020 0020 0045
25° —. 0004 e 0003 0006 0012 .00z
&° —0002 [0 —l0003 | —.0008 | —l0008 | —o0002 [ —. o001 +0002

0° 0. 0002 0. 0007 0.0011 0. 0014 0.0018 0. 0025 0. 0033 0. 0041 0. 0051 0. 0080
10° —. 0003 - 0004 . 0006 . 0003 .0011 . 0019 . 0029 . 0041 . 0080 . 0084
18° —. 0003 . 0002 —. 0001 0 . 0003 . 0007 . 0014 . 0022 . 0034 . 0051
20° —. 0005 —. 0003 —. 0005 —. 0004 —. 0004 . 0003 . 0008 . 0014
30° —. 0001 —. 0001 —. 0001 —. 0001 —. 0001 —. 0001 —. 0001 0 0 . 0001




WIND-TUNNEL RESEARCH COMPARING LATERAL CONTROL DEVICES

TABLE IX.~CRITERIONS SHOWING RELATIVE MERITS OF ATLERONS

477

Allerons 0.15¢ by 0.60 b2 Aflerons 0.25¢ by 0.40 bf2
Ordinary | JPPE | pbhe | Ordinary | TRPET | PR
co co co
Subject Criterfon (Fla
D neu- | (Flap down (Flap neu- [(Flap down
tral) 60°) tral) 45°%)
Standard Standard

o Up-only Up-only Up-only Up-only

g | TR | R w | VR | TR

Wing arca or minimum speed_.| Clues 1,222 L 2. 050 1270 1. 257 2.087
8peed range. CL-..-/C 4=20°__. 76.4 83.3 134.0 9.4 81.6 135.6
Rata of climb L/D at CL=-0 70 15.9 15.4 4. 52 15.9 15.9 3.82

RC a=(0° .20 .170 .070 .208 .185 .067

Lateral controllability........-. RC a=-10° .068 . 0680 L0483 .074 . 068 047

RC a-=20° .015 .02 . 005 .033 .035 .014
RC a=30° M3 —. 004 0 . 009 —.007 .002

Lateral control with sldeslip_... Mt?oxlzr.?omn « at which allerons will balance CY due 19° 18° 18° 20° 18° 16°

yaw,

Maximum momonts |{Ca,’ a= 0.013 0. 008 019 0.015
due to a[lero d axes). —0.008 0 —. 002 —0.007 +—.001
+ Favorable 4’ as=10°.. . 002 .008 . 002

Adverse. —, 014 t—_ 002 —, 007 —.018 s—_ 002 +—. 005
a=20° e 0 0 .001 . 002
—. 019 e—. 003 b—_ 002 -. 023 e—. 004 4—. 003
A a=30° « 002 +.004 0
—. 023 0 «—, 001 -.015 0
(3 ror lnltlal instability in rolling 18° 18° 14° 18° 18° 15°
lnst.abﬂlty at p’b2V=0.05:
an- 17° 17° 13° 17° 17° 13°
Laterial stability (8.4=0°_______| 10° 10° —5° 11° 11° —a°
{aximum unstable G5 at p’b/2V=0.05:
Yaw=0° 0.028 0.028 0.049 0.048 0.048 0.0357
an-20°.. .087 .087 .101 .08 . . 000
arer .010 Q27 .UJQ .017 . 052 .018
Control force required.. ... a=10° . 003 . 009 . 005 .008 .016 .010
CF a=20° . 003 . 005 .003 008 .013 .012
CF a=30° .003 0 0 .007 .001

. 0; ¢ Where the maximum yawing moment occurred below maximum deflection the letters indicate the deflection of the up alleron as follows: «=10°, d=20°, cm30°

4=250°,



